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LIGHTING SPECIFICATION SHEET 
 
 
FRONT OF HOUSE LOCATIONS: 
 
Light booth located in balcony at back of house 85’ from stage. 
Sound location and additional lighting position located on main floor, 
approx. 80’ from stage. 
Spotlight locations inside booth in balcony. 
Projection locations inside booth in balcony. 
 
1st F.O.H. lighting position 35’ to edge of stage. 
2nd F.O.H. lighting position directly above the edge of stage. 
Sidelight positions stage left and right 20’ from edge of stage.  
Center stage overhead  position. 
Backlighting position 56” from back wall. 
  
 
LIGHTING: 
CONTROLLERS:  1- ETC Express 48/96 for conventional lights. 
          1- L.C.D. with 16 presets for Technobeams. 
 
DIMMERS:         Genesis Commstar, 48 dimmers @ 2.4k 
 
INSTRUMENTS:     ALL IN-HOUSE CONVENTIONAL LAMPS ARE 1K 

       12-par 64 med.(F.O.H. #1)  
        8- Source Four lekos, 19 degree (F.O.H. #2,3)               

                                  24-par 64 med. (F.O.H. #2) 
                                  8-8” fresnels (centerstage) 
                                  8-8” fresnels (sidelighting) 
                                  24-par 64 narrow (backlighting) 
                                  4-8” fresnels (backlighting) 
          5 Technobeams (2 F.O.H. #2 -1 on each side -1 on backlight bar) 
 
POWER:                  400 amp - 3 phase service, stage right within 50’. 
                                   
SPOTLIGHTS:       2- Lycian 1276’s Long throw (balcony booth)  
 
PROJECTION:       In house projector is Sanyo 5,800 lumen, SXGA (1280x1024), model PLC-EF31N.  In house  
                                   screen is front projection, 18’x18’, motorized.  Alternate projector locations are available. 
                                   Alternate projectors or screens are rental items.  Please inquire regarding your specific needs. 
           




